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1
POSITION ENCODER

The present invention relates to position encoders, particu-
larly linear and rotary position encoders for determining a
linear or angular position, and to signal processing means for
such encoders, particularly means for reducing noise and
disturbance in the position signal gained. In particular the
present invention relates to a dynamic filter providing the
afore-mentioned signal processing.

In numerous technical applications, it is important to
obtain information on the phase of a rotating system at a given
point of time, more specifically its angular position at said
point of time. To obtain this information, one or more sensors
are provided that generate data that are indicative of said
phase and the data generated by the sensors are evaluated in
order to obtain the desired phase information. The combina-
tion of sensors and hardware for the evaluation represents a
device for controlling a rotating system. Specifically, position
encoders, more specifically linear position encoders and
rotary position encoders, belong to this class of devices.

The present invention is particularly advantageous in con-
nection with capacitive position encoders. Capacitive posi-
tion encoders derive the linear or angular position from a
number of capacitances that change according to the position.
A sensor transduces the capacitances into a electrical signal
representing the position.

There are different working principles of capacitive posi-
tion encoders. One is that the plates of parallel arranged
capacitors stay fixed wherein a dielectric modulator is mov-
ing according to the physical position to be measured. A
series of phase shifted excitation signals is applied to the
capacitances and are modulated according to the movement
or the position of the dielectric. The resulting signal is syn-
chronous with the excitation and the phase of its fundamental
harmonic is proportional to e.g. the angle to be measured.

From the fundamental harmonic two orthogonal signals
are obtained by applying bandpass filtering and a Fourier
transformation. In other words these signals are proportional
to sine and cosine of the position signal, e.g. the measuring
angle.

As position encoders often are part of a regulating loop,
there is a demand for low noise on the one hand and low lag
onthe other hand. However, as low system bandwidth in order
to hold system noise small introduces delay due to processing
time, these represent conflicting requirements.

It is an object of the present invention to provide an
improved position encoder that overcomes the drawbacks of
the state of the art.

According to the present invention a position encoder for
measuring a position contains a sensor, providing physical
signals representing the position, a measuring device for mea-
suring the physical signals and outputting at least an electrical
position signal representing the position and signal process-
ing means, processing the position signal wherein the signal
processing means exhibit an adaptive filter comprising at
least a speed estimator outputting an estimated speed and
connected in parallel a speed limiter that depending from the
estimated speed limits a change in the position signal.

According to the above it is possible to limit the changes in
the position signal according to the estimated moving speed
of the encoder. With knowledge about the maximum speed
that is possible it is further possible to exclude noise or dis-
turbance introduced signal spikes in the speed calculation.

Calculation of the current speed in the speed estimator can
be easily done by differentiation of the position signal. It is
thus advantageous when the encoder exhibits a first differen-
tiator, calculating the current speed from the position signal.
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2

The differentiation for example may be calculated using a
delay line that is fed with position samples and calculating the
differences between the position samples. An accurate mea-
surement with not to much noise may be obtained with a
queue of 4 samples for examination.

The speed estimator further may comprise a dynamic slope
filter that is connected in series to the first differentiator and
provides a noise reduced speed signal. By filtering at least
changes in speed that exceed the maximum possible accel-
eration the signal obtained can be improved. This improve-
ment may be reached by a single pol filter working in the time
discrete domains.

In an advantageous embodiment the the speed limiter com-
prises a dynamic clamping means the transfer function of the
clamping means depending on the output of the speed esti-
mator and limiting changes in the position signal depending
on the estimated speed.

By limiting the range of possible changes of the position
signal according to the speed obtained form the speed esti-
mator it is possible on the one hand to allow great changes at
high speeds and on the other hand to narrow the corridor for
possible changes at low speeds and thus to discard excessive
variations. The clamping will virtually ad no lag and is par-
ticularly effective in cases of strong noise or isolated spikes.

The clamping means is more effective, if it does not work
on the position signal itself but on its deviation, the speed or
the slope of the position signal. It is thus advantageous if the
speed limiter comprises a second differentiator that receives
the position signal and is connected to the input of the clamp-
ing means.

As set out above the clamping limits can be calculated on
the basis of the known slope measurement. However as these
values are not very critical even at high accelerations the
clamping limits, i.e. the maximum and the minimum slope
may be set to +/-20% of the current slope and may further
include a correction factor of e.g. +/-0.003.

In order to output not the slope or the speed but a position
signal, it is necessary to integrate the clamped signal. The
speed limiter therefore may further comprise an integrator
connected in series to the clamping means. The integrator
consequently, outputting a noise reduced position signal. It
has to be mentioned that signals not exceeding the maximum
orminimum slope, i.e. not exceeding the clamping limits, will
be restored without any changes, while slopes considered
excessive will be limited.

As generally the clamping or clipping of the slope signals
is not symmetrical, long term errors may occur. It is therefore
advantageous if the the signal processing means further com-
prises a long term correction means compensating long term
errors occurring within the speed limiter.

In a preferred embodiment the long term correction means
are embodied as a closed loop comprising a proportional plus
integral controller. The closed loop being fed by the current
position error that can be obtained by subtracting the input
position signal from the output position signal of the speed
limiter.

By using an proportional plus integral controller, the inte-
gral branch can null errors also in case of linearly varying
speed or constant acceleration, and the proportional branch
may be trimmed to ensure the stability of the loop.

It is furthermore advantageous, if the the transfer function
of'the low pass filter depends on the long term error occurring
in the speed limiter.

According to an embodiment the signal processing means
may further comprise a lag compensator, compensating a
signal delay occurring within the clamping means.
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The lag compensator is able to compensate the lag occur-
ring within the clamping means. Especially the availability of
a speed estimation allows good compensation of the delays
because it is possible to do a kind of extrapolation of the
position signal according to the estimated speed.

According to a further embodiment the lag compensator
adds the noise reduced and long term compensated position
signal and the noise reduced speed signal, the noise reduced
speed signal preferably being multiplied by a first predefined
factor.

The addition of the noise reduced and long term compen-
sated position signal and the noise reduced speed signal pro-
vides a kind of extrapolation. The value of the predefined first
factor is determined by the components used in the signal
processing means, manly depending on the bandwidth limi-
tation of the analog filters and the length of the sample
queues, e.g. of the Fourier transformation or the notch filter
used. Concerning the delays depending on the length of the
filter queues it has be evaluated that the influence on the
second factor is halfthe queue length of e.g. the notch filter or
the Fourier transformation.

Other time related effects such as the line delay can be
compensated by adopting the value of the first predefined
factor.

If the above-mentioned influences, e.g. the bandwidth of
the analog filters or the length of the sample queues may vary,
it is advantageous, if the first predefined factor is dynamically
adopted according to these variations.

The afore-mentioned dynamic slope filter may be embod-
ied as a dynamic low pass filter performing a single pole
filtering, the time constant of the low pass filter depending on
a long term position error occurring in the speed limiter. This
way it is possible to keep the lag to a minimum while high
resolution and stable results are possible during low speed or
standstill.

Preferably the time constant depends on the absolute value
of the long term position error, it is thus preferable if the
digital signal processing means further comprise absolute
value means processing the long term error signal and feeding
it to the dynamic low pass filter, preferably multiplied by a
predefined second factor. The predefined second factor may
be determined by simulations or calculations in order to opti-
mize both, noise filtering and lag.

In a further embodiment the signal processing means fur-
ther comprise a dynamic position filter, receiving the noise
reduced position signal and filtering it dependent on the of the
current speed signal, preferably multiplied by a predefined
third factor.

Best result for dynamic position filtering have been
achieved, when the time constant of the filter depends on
output of squaring means receiving the estimated speed and
outputting the square of it. It thus has been possible to achieve
high noise rejection during low speeds and standstill while
higher noise values are accepted during acceleration and high
speeds.

The invention disclosed will hereinafter be described in
more detail and with reference to an exemplary embodiment
depicted in the accompanying drawings, which show:

FIG. 1 a block diagram of an exemplary embodiment of a
position measuring system with a capacitive encoder,

FIG. 2. a block diagram of the digital processing means
depicted in FIG. 1,

FIG. 3 a more detailed embodiment of the digital process-
ing means depicted in FIG. 2 and

FIG. 4 a more detailed view of the digital processing means
depicted in FIG. 3.
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FIG. 1 shows a block diagram of an exemplary position
measuring system, that is also called position encoder 1. The
position measuring system comprises an capacitive angular
position sensor 2 that provides a number of different capaci-
ties according to the position or the phase of the sensor 2. The
capacitors of the capacitive angular position sensor are con-
nected to an excitation generator 33, that feeds adopted exci-
tation signal to the sensor 2. The charges generated thus
generated on the capacitors are representative of the angular
position of the sensor 2. A charge amplifier 21 that is con-
nected in series to the sensor 2 amplifies the charges. An
analog-digital converter (A/D-converter) 23 converts the ana-
log charge signals gained into the digital domain. The output
of the A/D-converter 23 is connected to a filter that provides
a first digital filtering of the A/D-converted signal. The fil-
tered digital signal is converted form the time domain into the
frequency domain by discrete Fourier transformation means
(DFT) 27. The so gained digital frequency signals in the
present embodiment stand for sine and cosine of the phase/the
angel to be measured. These digital signals are fed to digital
signal processing means 3 after a notch filter 29 for the sine
and the cosine path. After digital signal processing the so
gained digital position signal is fed to an interface 31 that
represents the link to e.g. a measuring and control center or
further signal processing means.

The digital signal processing means 3 are discussed in
more detail with reference to the following figures.

FIG. 2 depicts a block diagram giving an overview of the
signal processing means 3. The digital signal processing is
mainly performed in four blocks.

The digital position signal from the output of the notch
filters 29 is fed to two parallely arranged blocks, a speed block
4 performing a speed estimation and noise reduction of the
calculated speed, a position block 6 performing noise reduc-
tion of the position signal. As depicted in FIG. 2 the two
blocks 4, 6 are fed with one position signal and not, as
depicted in FIG. 1, two position signals i.e. sine and cosine of
the phase/angle to be measured. The signal fed to these two
blocks 4, 6 is the arctangent calculated form the aforemen-
tioned sine and cosine signals.

The speed block 4 and the position block 6 are both con-
nected to a lag compensator 11, that compensates lag
occurred during the signal processing particularly within the
position block 6. The output of the lag compensator 11 is
connected to a dynamic position filter 13 that performs
dynamic filtering of the noise reduced and lag compensated
position signal.

Although FIG. 2 depicts both, the lag compensator 11 and
the dynamic position filter 13 it has to be mentioned that both
blocks are optional and that an improved position signal may
already be reached only with the speed block 4 and the posi-
tion block 6.

FIG. 3 shows a more detailed view ofthe blocks depicted in
FIG. 2.

The speed block 4 is embodied as a speed estimator 5. The
speed estimator 5 contains a first differentiator 51 and a
dynamic slope filter that is connected in series. The differen-
tiator differentiates the position signal that is fed to its input
and thus generates a signal representing the speed or the slope
of'the position signal from the position sensor 2. The dynamic
slope filter 53 performs a dynamically controlled filtering of
the signal fed to its input and provides a noise reduced speed/
slope signal. The time constant of the dynamic filter is depen-
dent on a position error the calculation of which will be
described in more detail below.

The position block 6 exhibits a dynamic speed limiter 7 that
dynamically limits the changes of the position signal fed to
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the position block according to the speed calculated within
the speed estimator 5. The speed signal calculated in the speed
estimator is fed to speed limiter 7 via a speed range calculator
77. The speed range calculator 77 calculates a range of posi-
tion values that are possible at the current speed. The maxi-
mum and minimum values are fed to the speed limiter that
performs a kind of damping of the position values, i. e. cutting
the position values exceeding the calculated limits.

It is thus possible to dynamically limit the changes of the
position signal according to the maximum possible changes
at the calculated speed. With this approach excessive changes
that are introduced e.g. by noise or disturbances can be fil-
tered with good results. The signal path containing the
dynamic speed limiter 7 is also referred to as the main signal
path.

The position block 6 also exhibits a long term corrector 9
performing a correction of long term errors occurring within
the dynamic speed limiter 7. The error occurring in the main
signal path is calculated by error calculating means 95 by
computing the difference between the output and the input of
the speed limiter 7. The so gained error signal is fed to the long
term corrector 9 that will be described in more detail below.

Both signals, the noise reduced speed signal from the speed
estimator 5, and the noise reduced position signal from posi-
tion block 6 are parallelly fed to the lag compensator 11. The
lag compensator 11 exhibits summing means that calculate
the sum of the noise reduced position signal and the noise
reduced speed signal. Before summation the speed signal is
multiplied by a first factor Kc that is depending form the lags
within the different components particularly within the signal
path before the digital signal processing means 3 but also
within the main signal path of the digital signal processing
means 3. Major influences on the value of the first factor are
located in the bandwidth limitation of e.g. bandpass and deci-
mation filters and the queue length of e.g. the discrete Fourier
transformation means 27 and the notch filters 29.

For the digital components it has been found out that the
influence is half of the queue length, thus a discrete Fourier
transformation with a queue length of e.g. 8 samples has an
influence of 4 on the first factor Kc.

The summation of the afore-mentioned components, i.e.
the noise reduced position signal and the noise reduced and by
the first factor Kc corrected speed signal performs a kind of
extrapolation of the position according to the current speed.
Provided that the first factor Kc has been accurately deter-
mined, the lag compensation works for both, the aforemen-
tioned effects and other time related effects, e.g. line delay.

Basis for the lag compensation in the present case however
is the availability of the calculated or estimated speed or the
slope of the position signal, respectively.

As depicted in FIG. 3 after the lag compensator 11 follows
the dynamic position filter 13. The lag compensated position
signal therefore is fed to an input of the dynamic position filter
13. Dynamic filtering of the position signal is performed with
a dynamic low pass filter 131 whose time constant is depen-
dent on the current speed signal. Therefore dynamic position
filter 13 includes squaring means 133 that compute the square
of the calculated or estimated speed, respectively.

It has to be noted that the squaring means 133 are not
mandatory but may be replaced by any suitable means for
processing the speed signal in an appropriate way for influ-
encing the time constant of the dynamic low pass filter 131.
However simulations showed best results when the time con-
stant of the filter 131 depends from the time constant of the
filter 131.

Although the present embodiments all show both the lag
compensator 11 and the dynamic position filter 13 it has to be
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6

noted that improvements of the position signal without these
optional components. Further improvements are possible
with either one or both of the optional components.

FIG. 4 illustrates further details of the digital processing
means depicted in FIGS. 2 and 3.

According to FIG. 4 the first differentiator 51 of the speed
estimator may be embodied as a delay line with a feed for-
ward of the input position signal. It is thus possible to calcu-
late the slope/speed of the position signal, on basis of a queue
of'nsamples. In order to compensate the distance of n samples
between the current position signal and the delayed position
signal an division by n has to be performed.

After differentiation the so gained signal that is represen-
tative for the slope of the position signal, respectively the
speed, is fed to the dynamic slope filter whose time constant
is dependent on the absolute value of the position error.
Therefore absolute value means 55 are connected between the
dynamic slope filter 53 and the error calculating means 95.
The error calculating means 95 are fed with the output of the
main signal path and the input thereto.

The speed limiter 7 is embodied as a dynamic clamping
means 71 that is connected in series between a second differ-
entiator 73 and an integrator 75. The differentiator 73 per-
forms differentiation of the position signal fed to it and thus
provides a signal representative of the slope of the position
signal or the speed, respectively. The so obtained signal is fed
to the dynamic clamping means 71 the clamping limits of
which are determined by speed range calculator 77.

The speed range calculator is connected between the out-
put of the speed estimator 7 that is also the output of dynamic
slope filter 53 and the dynamic clamping means 71. The upper
clamping limit may be computed e.g. by adding a constant
value d to the current slope determined by the slope estimator,
the lower clamping limit by subtracting the constant value,
respectively.

Another possibility for calculation of the clamping limits is
taking 120% of the calculated slope for the upper clamping
limit and 80% for the lower clamping limit, respectively.
Optionally a constant factor for compensation of acceleration
that may occur may be added and subtracted, respectively. As
generally the influence of acceleration is low, a constant fac-
tor of e.g. 0.003 is sufficient.

As after the clamping the signal is integrated again, the
output of the speed limiter will be representative of the posi-
tion. As signals within the clamping limits are restored with-
out a change and excessive changes of the position signal (the
slope thereof) are limited to the clamping limits a sufficient
noise reduction may be achieved.

As indicated above a long term corrector 9 is connected in
parallel to the main signal path.

The long term corrector 9 is built up by the error calculating
means 95 for determination of the error occurring in the main
signal path. Long term correction is achieved by feeding the
error signal to a closed loop containing a proportional plus
integral (PI) controller 91 followed by a delay line 93. The
integral branch of the PI controller 91 can null errors also in
case of linearly varying speed or constant acceleration, and
the proportional branch may be trimmed to ensure the stabil-
ity of the loop.

The output signal of the long term corrector 9 is subtracted
from the output signal of the slope limiter 7. Thus errors
occurring due to the asymmetry of the clamping in the main
signal path may be compensated.

As indicated above the speed limiter 7 and the speed esti-
mator 5 may be followed by lag compensator 11. The lag
compensator according to FIG. 4 is designed as described as
explained with reference to FIG. 3.
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The lag compensator 11 further may be followed by
dynamic position filter 13. The dynamic position filter 13 is
designed as described with reference to FIG. 3. Additionally
before feeding the squared speed signal to the dynamic the
dynamic position filter 131 the signal is multiplied by a third
factor Kq.

The signal gained that way is improved with respect to
noise and lag. Further improvements may be achieved by
dynamically adopting the factors K¢, Ks and Kq correspond-
ing to the changes of the speed/slope signal. As these
improvements however are small compared to the improve-
ment of the general design, dynamic adoption of the factors
currently seems not necessary.

LIST OF REFERENCE SIGNS

1 position encoder

2 position sensor

3 signal processing means

4 speed block

5 speed estimator

6 position block

7 dynamic speed limiter

9 long term corrector

10 summer

11 lag compensator

13 dynamic position filter
21 charge amplifier

23 analog-digital converter, A/D-converter
25 filter

27 discrete Fourier transformation means, DFT-means
29 notch filter

31 interface

33 excitation generator

51 first differentiator

53 dynamic slope filter

55 absolute value means

71 dynamic clamping means
73 second differentiator

75 integrator

77 speed range calculator

91 proportional plus integral controller, PI-controller
93 delay line

95 error calculating means
111 summing means

131 dynamic low pass filter
133 squaring means

Kc first factor

Ks second factor

Kg third factor

The invention claimed is:
1. Position encoder (1) for measuring a position contain-
ing:

a position sensor (2) configured to provide electrical sig-
nals representing angular position,

ameasuring device for measuring the electrical signals and
configured to output at least one electrical position sig-
nal representing the position, and

signal processing means (3) configured to process the posi-
tion signal,

wherein the signal processing means (3) comprise at least
a speed estimator (5) configured to output an estimated
speed and a dynamic speed limiter (7) configured to
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limit a change in the position signal depending on the
estimated speed by calculating a range of position values
possible at a current speed, the dynamic speed limiter
connected in parallel to the speed estimator (5),

and wherein the position signal is processed in parallel by
the speed estimator (5) and the dynamic speed limiter
™).

2. The encoder (1) according to claim 1, wherein the speed
estimator (5) comprises a first differentiator (51) configured
to calculate the current speed from the position signal.

3. The encoder (1) according to claim 2, wherein the speed
estimator (5) comprises a dynamic slope filter (53) connected
in series to the first differentiator (51) and is configured to
provide a noise reduced speed signal.

4. The encoder (1) according to claim 1, wherein the speed
limiter (7) comprises a dynamic clamping means (71), having
clamping limits determined from the output of the speed
estimator (5), and configured to limit changes in the position
signal depending on the estimated speed.

5. The encoder (1) according to claim 4, wherein the speed
limiter (7) comprises a second differentiator (73) configured
to receive the position signal and directly connected to an
input of the dynamic clamping means (71).

6. The encoder (1) according to claim 5, wherein the speed
limiter (7) further comprises an integrator (75), connected in
series to the dynamic clamping means (71), and configured to
output a noise reduced position signal.

7. The encoder (1) according to claim 1, wherein the signal
processing means (3) further comprises correction means (9)
configured to compensate for errors occurring within the
speed limiter (7).

8. The encoder (1) according to claim 7, wherein the cor-
rection means (9) is a closed loop comprising at least a pro-
portional plus integral controller (91).

9. The encoder (1) according to claim 3, wherein the
dynamic slope filter (53) has a transfer function depending on
an error occurring in the speed limiter (7).

10. The encoder (1) according to claim 1, wherein the
signal processing means (3) further comprises a lag compen-
sator (11) configured to compensate for a signal delay occur-
ring within the dynamic clamping means.

11. The encoder (1) according to claim 10, wherein the lag
compensator (11) is configured to calculate a sum of a noise
reduced, error compensated position signal and a noise
reduced speed signal multiplied by a first predefined factor
Ke.

12. The encoder (1) according to claim 3, wherein the
dynamic slope filter (53) is a dynamic low pass filter having a
time constant depending on an error occurring in the speed
limiter (7).

13. The encoder (1) according to claim 12, further com-
prising an absolute value means (55) configured to process
the error signal including multiplying the error signal by a
predefined second factor Ks and feed the processed error
signal to the dynamic low pass filter (53).

14. The encoder (1) according to claim 1, further compris-
ing a dynamic position filter (13), configured to receive the
noise reduced position signal, and having a time constant
depending on an output of squaring means (133) configured
to receive the current speed, and wherein an output of the
dynamic position filter is multiplied by a predefined third
factor Kq.



